
RALPH 
     FICKERMit den neuen Größen der JK Serie wird Hornis-

tinnen und Hornisten mit Bedarf nach großen 
Mundstücken eine verbesserte Klanggestaltung 
und Erweiterung der Flexibilität ermöglicht. Kes-
selform und Bohrung sind dabei sorgfältig auf 
die vergrößerten Durchmesser angepasst, was 
für ein angenehmes Spielgefühl sorgt und klare 
Artikulation unterstützt. Durch die M und K-Mo-
delle bekommen Musiker die Möglichkeit die 
Klangfarbe und Randauflage zu finden, die ih-
nen am besten passt.

Through the larger sizes of my JK French horn 
mouthpieces players in need of larger mouthpie-
ces get the possibility of enhanced sound sha-
ping and flexibility. The cup’s shape and bore are 
precisely optimized for larger diameters, allowing 
comfortable playing and clear articulation. Ha-
ving two different series M and K gives musicians 
options to achieve the sound colour and find the 
rim shape they want.
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PHILHARMONISCHES 
STAATSORCHESTER HAMBURG  

HOCHSCHULE FÜR MUSIK 
UND TANZ KÖLN  

HOCHSCHULE FÜR MUSIK, 
THEATER UND MEDIEN HANNOVER
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Nr. 

W 01

Rand 
rim 
mm

Kessel 
cup 
mm

tief
very deep

tief
very deep

mitteltief
deep

mittel 
medium

mittelflach
shallow

flach
very shallow

W 1

W 2

W 3

W 4

26,5

26,0

25,5

25,0

24,5

18,5

18,0

17,5

17,0

16,5

Bohrung/bore mm

4,8 4,6 4,4 4,2 4,0 3,8

01 AK

1 AK

2 AK

3 AK

4 AK

01 BK

1 BK

2 BK

3 BK

4 BK

01 CK

1 CK

2 CK

3 CK

4 CK

01 DK

1 DK

2 DK

3 DK

4 DK

01 EK

1 EK

2 EK

3 EK

4 EK

01 FK

1 FK

2 FK

3 FK

4 FK

Nr. 

W 01

Rand 
rim 
mm

Kessel 
cup 
mm

tief
very deep

tief
very deep

mitteltief
deep

mittel 
medium

mittelflach
shallow

flach
very shallow

W 1

W 2

W 3

W 4

26,5

26,0

25,5

25,0

24,5

18,5

18,0

17,5

17,0

16,5

Bohrung/bore mm

4,8 4,6 4,4 4,2 4,0 3,8

01 AM

1 AM

2 AM

3 AM

4 AM

01 BM

1 BM

2 BM

3 BM

4 BM

01 CM

1 CM

2 CM

3 CM

4 CM

01 DM

1 DM

2 DM

3 DM

4 DM

01 EM

1 EM

2 EM

3 EM

4 EM

01 FM

1 FM

2 FM

3 FM

4 FM

Nr. 

W 02 18.7

Rand 
rim 
mm

Kessel 
cup 
mm

mittelflach
shallow

W 02

26,7

27,0

18,7

19,0

Bohrung/bore mm

4,3

02 EM 18.7 RF

02 EM RF

Nr. 

W 02 18.7

Rand 
rim 
mm

Kessel 
cup 
mm

mittelflach
shallow

W 02

26,7

27,0

18,7

19,0

Bohrung/bore mm

4,3

02 EK 18.7 RF

02 EK RF

Standard:  
versilbert/silver plated
Rückbohrung/back bore A1

Optional: 
vergoldet/gold plated | Unterteil versilbert mit Kunstoffrand/bottom part silver plated with plastic rim
Unterteil versilbert mit Metallrand/bottom part silver plated with metal rim | Plexiglas/perspex
Rückbohrung/back bore A2

Waldhorn K/French Horn K „Exclusive“

Waldhorn M/French Horn M „Exclusive“

Waldhorn M/French Horn M „Exclusive“ Ralph Ficker Waldhorn K/French Horn K „Exclusive“ Ralph Ficker
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J K  –  M U N D S T Ü C K E 

EXCLUSIVE Made  
in Germany

Nr. 

WH 1

Rand 
rim 
mm

Kessel 
cup 
mm

mitteltief
deep

mittel
medium

mittelflach
shallow

WH 2

WH 3

26,0

25,5

25,0

18,0

17,5

17,0

Bohrung/bore mm

4,5 4,5 4,4

1 CWH

2 CWH

3 CWH

1 DWH

2 DWH

3 DWH

1 EWH

2 EWH

3 EWH

Wiener Horn/Vienna Horn „Exclusive“


