
Suuttimet siirtimen yläpuolella
Nozzles above heat exchanger

Kuuma käyttövesi
Hot tap water

MV1

MV2

MVn

P1 Annostelupumppu
Dosing pump

Pesuainesäiliö
Detergent tank

MV1...MVn   Magneettiventtiilit
Magnetic valves

OPERATION:

The washing is controlled by a control panel 
where the washing time and the operating time of 
one nozzle row are set. The solenoid valves open 
alternately for a set time. The detergent dosing 
pump runs throughout the washing process. Fi-
nally, the dosing pump is stopped and hot water 
is run briefl y through each nozzle row to fl ush the 
detergent from the solenoid valves.

LASIPUTKILÄMMÖNSIIRTIMET
GLASS TUBE HEAT EXCHANGERS

TOIMINTA:

Pesua ohjataan keskuksella jossa asetetaan pesu-
aika sekä yhden suutinrivin toiminta-aika. Magneet-
tiventtiilit avautuvat vuoron perään asetelluksi ajaksi. 
Pesuaineen annostelupumppu käy koko pesutapah-
tuman ajan. Lopuksi annostelupumppu pysäytetään 
ja kunkin suutinrivin kautta ajetaan lyhyen aikaa kuu-
maa vettä jotta pesuaine huuhtoutuu magneettivent-
tiileistä.

PESUJÄRJESTELMÄ- KUUMAVESIPESU
CLEANING SYSTEM - HOT WATER CLEANING

SUUTINPUTKIEN ASENNUSPERIAATE
MOUNTING PRINCIPLE OF NOZZLES AND PIPES

Suuttimille käytettävissä oleva tila määrittelee suuttimien 
tyypin, lukumäärän ja sijainnin. Likimain seraavaa sääntöä 
voidaan käyttää: b2~ 0,85 x b1.

The space available for the nozzles determines the type, 
number, and location of the nozzles. Approximately the fol-
lowing rule can be used: b2 ~ 0.85 x b1.
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