
205, R2-A Attached Building, Virtual University Park,  7th Gaoxin South Road , Shenzhen, 518063 China
Shenzhen Linte Medical Instrument Co.,Ltd

lintemed.@lintemed.com

www.lintemed.com
66,Yongda Road,Hongqi Town, Jinwan District, Zhuhai 519090 China

Zhuhai Linte Medical Instrument Co.,Ltd

Intelligent medical
Care     for    health

View 1

About me

LT-M10

     Patient Monitor



205, R2-A Attached Building, Virtual University Park,  7th Gaoxin South Road , Shenzhen, 518063 China
Shenzhen Linte Medical Instrument Co.,Ltd

lintemed.@lintemed.com

www.lintemed.com
66,Yongda Road,Hongqi Town, Jinwan District, Zhuhai 519090 China

Zhuhai Linte Medical Instrument Co.,Ltd

About me

About me

About me    RESP
    

2 
Lead mode:                             Standard 5-lead

ECG ADC sample rate:                   ≥ 1200 Hz  

Input noise level:                     ≤ 30 uV

Patient leakage current:               < 15 uA

Pacemaker detection:                   YES

Differential input impedance:          ≥ 5 MΩ  

ECG input signal range:                ± 8.0 mV

HR range:                              25 - 300 bpm

HR measure accuracy:                   ± 10℅ or ±5 bpm 

Gain selection:                        x0.25, x0.5, x1, x2，x4

Baseline recovery time:                ≤ 3s(monitor), ≤ 1s(surgery)

Scan speed:                            6.25 mm/s, 12.5 mm/s, 25 mm/s, 50 mm/s

CMRR:                                  ≥ 107 dB (Expand), ≥ 110 dB (Monitor) , 

                                       ≥ 119 dB Surgery)
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RESP range:                            0 ~ 120 bpm
RESP accuracy:                         ±2 rpm 

Measurement method:                    Impedance between RA - LL (R-F)
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   Optional : ETCO2
             Wall mount. Trolley. Printer. CMS
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Channel:                               2

Measure range:                         0 ℃ ~ 49 ℃
Accuracy:                              ± 0.2 ℃

Alarm range:                           Upper: 0.1 ℃ ~ 50.0 ℃
                                       Lower: 0.0 ℃ ~ 49.9 ℃
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Application:                           Adult, pediatric

Measure mode:                          Manual/ Cycle

Parameters:                            SYS, DIA, MEAN

Blood pressure cycle interval:         1、2、5、10、15、20、30、60、120 min

Software overpressure protection:      Adult 300 mmHg, Pediatric 250 mmHg

Blood pressure range:                  adult 10 ~ 260 mmHg
                                       Pediatric 10 ~ 200 mmHg
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SpO2 range:                            35 - 100 %

SpO2 resolution:                       1 %

RR range:                              25 - 300 bpm

RR accuracy:                           ± 3 bpm 

RR resolution:                         1 bpm

SpO2 accuracy:                         70 % - 100 % ± 2%; 

                                       0 % - 69 % unspecified
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