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»# TADANO =i ATF 90G-4

Tragféahigkeiten S
Lifting capacities

Capacités de levage

Capacidades de elevacion

l’_l H DIN/ISO/EN
\ ‘ ‘ ‘ \
PO | 11amt 114m | 148m | 185m | 224m | 258m | 20.5m | 332m | 369m  40.5m 442m | 479m | 51.2m
. | | ‘ |
25 90.0 | | | =]
3.0 816 | 76.1 650 | 650 | - . _
35 746 | 701 650 | 632 | 500 \ | ;
4.0 683 | 642 | 635 | 592 | 500 | 413 , ‘
45 626 | 59.1 587 | 556 | 500 | 409
5.0 578 | 546 | 542 | 523 | 500 | 392 | 316
6.0 500 | 473 | 268 | 468 | 459 | 350 | 311 | 238 ;
7.0 425 | 412 | 407 | 408 | 408 | 334 288 | 238 | 197 15.8 ,
8.0 3616 (::3547 | 59545 | 385 | 358 | 3120 | 285 | 286 | A9 4587|129 I
9.0 249 | 240 | 312 | 314 | 316 | 295 | 285 | 220 | 197 | 158 | 129 | 102 |
10.0 ogissE|wizealanrA 28,0 s ez |ieoie | o1slsE| 068 42i9: |02 8.9 ‘
11.0 226 | 235 | 247 | 248 | 241 | 193 | 174 15.6 129 | 102 89
12.0 201 | 218 | 219 | 216 | 212 | 181 164 | 148 | 129 | 102 8.9
14.0 172 | 172 170 | 166 | 162 | 146 | 133 | 122 | 102 89 |
16.0 X i W M7 P e B (R L B v T O F B E R 10.2 89 |
18.0 117 | 115 | 11 | 115 | 112 | 108 | 101 93 8.7
20.0 956 97 93 | 97 9.9 9.0 9.2 8.6 80 |
22.0 83 8.4 8.3 8.5 8.3 8.4 7.9 7.4 ‘
24.0 74 B ey ] 75 7.4 7.3 7.0 6.9
26.0 6.9 6.3 6.7 6.5 6.3 6.0 60 |
28.0 | 59 5.9 5.7 5.5 5.2 st
30.0 53 52 5.0 48 45 45 |
32.0 | 4.7 4.4 42 3.9 39 |
34.0 ' 4.2 3.9 37 34 3.4
36.0 | 35 33 3.0 30 |
38.0 3.1 2.9 2.6 2.6
40.0 2.6 2.2 2.2
42.0 23 19 19
44.0 1.7 11652
46.0 | | 14
48.0 ‘ | I ||
T 0 | 0 | 46/0 [92/46/0/0[92/46/0/0] 92/0/0 | 92/46/0| 92/46/0| 92/46/0[ 92/0 | 92/46 | 92 [ 100 |
| o | o 0/0 | 0/46/0/0|46/46/0/0| 46/46/0 | 46/46/0| A46/46/0 | 92/46/46| 92/92 | 92/92 92 100 |
o, | M|EsEs e 0/0 | 0/0/0/0|0/46/46/0| 46/46/0 |46/46/46 | 46/46/92 | 46/46/92| 92/92 | 92/92 92 100 ‘
Yolv| 0 0 0/0 | 0/0/46/0|0/0/46/46| 0/46/92 | 46/46/92 A6/46/92 46/92/92 | 46/92 | 92/92 92 100
vi o 0 0i46 |0i0ia6/a2|0/0/46/92| 0/46/92 | 0/46/92 | 46/92/192 | 46192102 | 46/92 | 46i92 | 92 100 |

* Nach hinten / * Over rear / * A l'arriére / * Sobre la parte trasera

4 Anderungen vorbehalten / Subject to change without prior notice / Cette documentation est modifiable sans préavis / Sujeto a cambios sin previo aviso




‘nﬂl C »woc =
O = 00 w
I 5220 | = Hellslelole oalcdiciolicl sl @ R e iy 3 = © Tas o oo N aheE
20> | Q _ Y |
2=l | = ! W2 —
© ITSTY |2 NER==nEE
& E5c (8 = -
—“ 3o BN =
58 :
F © = :
T -
[ <

O,.Wh
8
"0, 4621

N,Em 6
6y

TADANO
JAIS)--

10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 44 46 48 50

678

4




ATF 90G-4
X

Tragfahigkeiten

Lifting capacities
Capacités de levage
Capacidades de elevacion

l’{l ﬁ DIN/ISO/EN
[ | | | | ]
w | 1ame 1am | 148m | 185m | 224m | 258m | 205m | 332m | 369m | 40.5m | 442m | 47.9m | 51.2m
: |
25 90.0 l
30 816 | 765 | 650 | 650
35 741 | 696 | 650 | 632 | 500
4.0 675 | 637 | 632 | 592 | 500 | 413 |
45 619 | 585 | 580 | 556 | 500 | 409 l
5.0 572 | 540 | 535 | 523 | 500 | 392 | 316
6.0 480 | 465 | 459 | 461 | 459 | 350 | 311 | 238
7.0 405 | 398 | 393 | 394 | 390 | 331 | 288 | 238 | 197 | 158
8.0 3407 |oaar oo |eaair | sl szl atian [ o8is [ nas e [ A9 T sl 120
9.0 249 | 240 | 272 | 274 | 282 | 284 | 268 | 220 | 197 | 158 | 129 | 102
10.0 225 | 248 | 252 | 248 | 234 | 206 | 185 | 158 | 129 | 102 | 89
11.0 209 | 215 | 216 | 213 | 207 | 193 | 174 | 156 | 129 | 102 | 89
12.0 182 | 187 | 188 | 185 | 181 | 178 | 164 | 148 | 129 | 102 | 89
14.0 146 | 147 | 144 | 141 | 145 | 136 | 133 | 122 | 102 | 89
16.0 a e are s i e nes| s s E saois R
18.0 103 | 97 | 101 | 96 | 98 | 97 | 97 | 93 | 87
20.0 R e T Y P DR e o B e B R
22.0 75 | 76 | 74 | 73 | 71| 69 | 66 | 66
24.0 | ‘ oy HEE i o S B R
26.0 57 | 55 | 54 | 52 | 50 | 47 | 47
28.0 PO B e B et e )
30.0 42 | 41 | 39 | 37 | 34 | 34 |
32.0 3.6 3.3 3.2 2.9 29 |
34.0 32 | 29 | 27 | 24 | 24
36.0 ‘ | i S T G ST
38.0 | 22 | 20 | 17 | 17
400 oAl
42.0 14 | 11 | 14
44.0 0.9 09 |
460 | 07
480 | 1 | | | l 1 05 |
T 0| 4600 [92/46/000[92/46/000] 020070 | 92/46/0| 92/4GI0[ S2MGI0[ 9200 [ 92iE [ 92 T 100
i o 0 0/0 | 0/46/0/0|46/46/0/0| 46/46/0 | 46/46/0| 46/46/0 | 92/46/46| 92/92 | 92092 92 | 100
o, | o 0 000 | 0/0/0/0|0/46/46/0| 46/46/0 | 46/46/46 | 46/46/92 | 46/46/92| 92192 | 92192 | 92 | 100 |
% V| o 0 | 000 | 0/0/46/0|0/0/46/46| 0/46/92 |46/46/92 | 46/46/92 |46/92/92| 46/92 | 92/92 | 92 | 100
vl 0 | 0 | od6 |0/0/46/92\0/046/92| 0146192 | 0a6lo2 | 46192192 | 4602102 | 46/92 | aéie2 | 92 | 100 |

* Nach hinten / * Over rear/ * A l'arriére / * Sobre la parte trasera
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TADANO ATF 90G-4

Tragfahigkeiten X
Lifting capacities '
Capacités de levage

Capacidades de elevacion

IQI m DIN/ISO/EN
| | | | \_ | |
> m 111m*| 111m | 148m | 185m | 2241m | 258m | 29.5m  33.2m 36.9m | 40.5m | 442m | 479m | 51.2m
25 90.0
3.0 81.1 76.0 65.0 65.0
35 73.3 69.0 65.0 63.2 50.0
4.0 66.8 63.0 62.5 59.2 50.0 413
45 61.3 57.8 57.3 55.6 50.0 409
5.0 55.7 53.3 5208 | 523 50.0 39.2 31.6
6.0 457 448 | 442 432 | 408 35.0 31.1 238
7.0 37.9 37.5 36.4 34.4 32.9 33.1 28.8 23.8 19.7 15.8
8.0 29.4 29.0 28.0 28.3 29.6 279 26.2 236 19.7 15.8 12.9
9.0 237 234 23.5 25.2 253 24.0 225 21.1 19.7 15.8 12.9 10.2
10.0 20.5 21.1 211 20.9 19.6 19.4 177 15.8 12.9 10.2 8.9
11.0 17.4 18.0 18.0 17.8 17.3 172 15.6 15.3 12.9 10.2 8.9
12.0 15.0 15.6 15.6 15.4 15.0 15.4 14.6 13.6 12.9 10.2 8.9
14.0 12.0 12.6 12.0 12.4 119 122 115 11.0 10.2 8.9
16.0 9.6 10.0 10.1 10.2 9.9 10.0 9.7 96 9.0 8.8
1810 8.2 8.2 8.4 8.2 8.1 7.9 77 7.4 7.4
20.0 6.9 6.8 7.0 6.8 6.7 6.5 6.3 6.0 | 6.0
22.0 5.8 59 5.7 5.6 5.4 5.2 49 | 49
24.0 5.0 438 48 45 4.4 4.0 4.0
26.0 43 4.1 40 38 3.6 33 33
28.0 35 3.4 32 3.0 27 2.7
30.0 3.0 2.9 27 2.5 2.2 22
320 2.5 o SiE|sEEs 1.8
34.0 2.1 19 17 | 14 1.4
36.0 16 1.4 11 1.1
38.0 13 11 08 | 08
400 0.9 0.5 } 0.5
42.0 0.6
44.0
46.0
| 480 1 l l
T o0 0 46/0 [92/46/0/0|92/46/0/0] 92/0/0 | 92/46/0| 92/46/0| 92/46/0] 92/0 [ 92/46 92 100
| o 0 0/0 | 0/46/0/0|46/46/0/0| 46/46/0 | 46/46/0| 46/46/0|92/46/46| 92/92 | 92/92 92 100
o7 | MIEEEO 0 0/0 0/0/0/0|0/46/46/0| 46/46/0 | 46/46/46 | 46/46/92 | 46/46/92| 92/92 | 92/92 92 100
Yo liv] o 0 0/0 | 0/0/46/0|0/0/46/46| 0/46/92 | A6/46/92 | 46/46/92 | 46/92/92 | 46/92 | 92/92 92 100
v 0 0 0/46  |0/0/46/9210/0/46/92| 0/46/92 | 0/46/92 | 46/92/92 | 46/92/92| 46/92 | 46/92 92 | 100

* Nach hinten / * Over rear / * A l'arriére / * Sobre la parte trasera
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ATF 90G-4

Tragfahigkeiten A
Lifting capacities ‘

Capacités de levage

Capacidades de elevacion

A ﬂ DIN/ISO/EN
| ! [ ' l I
PO | 114m* | 114m | 148m 18.5m 224m { 258m | 295m | 33.2m | 36.9m | 405m | 44.2m | 479m | 51.2m
: | | | | |
25 90.0 ’ [ | i |
3.0 80.4 75.6 65.0 65.0
35 727 68.5 65.0 63.2 \ 50.0 \ l
4.0 66.2 62.4 62.0 59.2 ] 50.0 413 -
45 60.3 57.2 56.7 55.6 50.0 40.9 l l ‘
5.0 53.8 52.0 51.4 50.0 46.6 39.2 31.6 . .
6.0 441 435 40.5 37.8 | 357 34.2 311 23.8 l 1
7.0 33.0 32.6 31.5 30.0 31.1 29.2 27.2 23.8 19.7 15.8
8.0 25.4 25.1 25.1 271 l 26.0 24.5 22.9 213 19.7 l 15.8 12.9 l
9.0 20.5 20.1 213 219 22.0 20.9 19.6 19.3 17.4 15.8 12.9 10.2
10.0 17.7 ] 18.3 ‘ 18.3 18.1 16.9 16.8 16.1 \ 14.6 12.9 10.2 ] 8.9
11.0 14.9 15.5 15.6 15.3 14.8 14.7 14.5 12.9 12.6 10.2 8.9
12.0 127 ‘ 13.2 ’ 13.8 13.6 13.9 13.0 12.8 l 12.5 11.2 10.2 8.9
14.0 10.0 10.5 10.6 10.7 10.6 10.5 10.1 96 9.0 8.7
16.0 1 78 8.3 8.3 85 8.3 8.3 | 8.0 7.8 73 74
18.0 6.7 6.7 . 6.9 6.7 6.6 6.4 6.2 5.9 5.9
20.0 ‘ 55 55 56 55 5.4 1 5.2 5.0 47 4.7
22.0 46 47 46 45 4.2 4.1 3.7 37
gg.g gg 3.3 37 | 3.4 33 g.o 3.0
280 s | | 2 ol s s e e
30.0 90 2.1 1.9 i 1.4 1.4
32.0 1.8 | 1.5 13 1.0 1.0
34.0 1.4 1.2 1.0 0.7 0.7
36.0 1 0.9 07|
38.0 0.7 05 |
40.0 | \ |
L 42.0 | ‘
44.0 1
46.0 ‘ .
\ 480 | ! l | g
[ 0 0 26/0  |92/46/0/0]92/46/0/0] 92/0/0 | 92/46/0| 92/46/0| 92/46/0] 92/0 | 92/46 [ 92 100 1
I 0 0 0/0 | 0/46/0/0|46/46/0/0| 46/46/0 | 46/46/0| 46/46/0 92/46/46 92/92 | 92/92 92 100
oz | M 0 0 0/0 0/0/0/0|0/46/46/0| 46/46/0 | 46/46/46 | 46/46/92 | 46/46/92 | 92/92 | 92/92 92 100 \
Yo |V 0 0 0/0 | 0/0/46/0 0/0/46/46| 0/46/92 | 46/46/92 | 46/46/92|46/92/92| 46/92 | 92/92 92 100
v 0 0 0/46  |0/0/46/92|0/0/46/92| 0/46/92 | 0/46/92 | 46/92/92 | 46/92/92| 46/92 | 46/92 ) | 100 |

* Nach hinten / * Over rear / * A l'arriére / = Sobre la parte trasera
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